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NATTONAL ADVISORY COMMITTEE FOR AERONAUTICS

TECHNICAL NOTE 1930

AN ANALYSIS OF THE EFFECT OF LIFT-DRAG RATIO AND STALLING
SPEED ON LANDING-FLARE CHARACTERISTICS

By J. Calvin Lovell and Stanley Lipson
SUMMARY

Calculations of the landing-flare paths of a series of hypothetical
alrplanes having systematically varying characteristics have been made
to provide information concerning the effects of maximum 1ift coef-
ficient, wing loading, and lift-drag ratio on the landing-flare charac-
terigtics. Charts are presented which indicate the effects of current
design trends on landing-flare velocity and distance requirements and
which permit the rapid estimation of the flare characteristics of any
alrplane having an approximately constant lift-drag ratio during the
landing flare. A method for predicting the landing-flare character-
istics of an airplane having a variable lift-drag ratio during the flare
1s given in an appendix. The application of the analysis is demon-
strated by the determination of the effects of high-lift devices on
landing characteristics of three transonic wing configurations.

Airplanes landing at low lift-drag ratios will have relatively high
sinking speeds at the start of £he flare and at an altitude of 50 feet,
even if the stalling speeds are relatively low. Airplanes which have

- relatively low lift-drag ratios and high stalling speeds will require

power-off landing flares to start at relatively high altitudes. These
results indicate that power-off landings of some airplanes designed
specifically from high-speed considerations may not be feasible at
conventional airports. Airplanes having high stalling speeds will
require relatively large horizontal distances for either power-on or
power-off landing flares.

INTRCDUCTION

The increased application of airfoils and wing plan forms designed
specifically from high-speed considerations has resulted in airplanes
having relatively low maximum 1lift coefficients, low lift-drag ratios,
and high wing loadings. These design trends increase the stalling
speed and gliding angle of airplanes; hence, an adverse effect on the
landing maneuver is indicated. In order to provide information

.concerning this effect, the landing flares of a series of hypothetical
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alrplanes have been calculated on the basis of an assumed flare plan.
The flare plan assumed is based primarily on reference 1, in which
information permitting calculation of the flare characteristics of an
airplane was obtalned from flight tests. The results of calculations
for airplanes having congtant lift-drag ratio during the flare are
plotted in chart form.

In addition, since the drag increase, often resulting from
deflectlon of high-1ift devices, may adversely affect the power-off
landing of airplanes which already have low lift-drag ratios, the effect
of the high-1ift devices of three transonic wing configurations on
landing-flare characteristics was determined.

SYMBOLS
Cy, 1ift coefficient (L/qS)
CLmax maximum 1ift coefficieﬁt
L 1ift, pounds
D drag, “pounds
L/D 1ift-drag ratio
W weight of airplane, pounds
S wing area, square feet
W/s wing loading, pounds per square foot
a free-stream dynamic pressure, pounds per square foot
)
2 .
o} mass density_of air, slugs pser cubic foot
Vf 7 velocity along thé flight path, feet per second
VV‘ vertical velocity or sinking speed, feet per second

A flight-path angle, degrees <%in'l §X>
f
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Vg stalling speed, feet per second v%éfﬁii

J;gzéi factor propo§tional to Vg; at sea level numerically
equals 29?0 '

Sh ' horizontal distance, feet

Sy - vertical distance, feet

an écceleration normal to flight path, g units

anmax maximum normal acceleration

ap deceleration along the flight path, feet per second per
second

g - acceleration due to gravity, 32.2 feet per second per
second

t time measured from end of flare, secoﬁds

Subscripts:

a approach condition

b condition at 0'85CLmax

LANDING-FLARE CAICULATIONS

The landing maneuver begins with a steady-state approach to a
pogition at a relatively low altitude and off the end of the runway
from which the landing flare is executed. The flare is the leveling-
off phase of the landing maneuver, during which the vertical velocity
and altitude are reduced to zero. The accamplishment of an acceptable
landing depends primarily on the pilot's ability to execute the landing
flare so that contact with the runway is made at a low vertical velocity
and at a reasonably low forward speed.

The landing epproach, being a steady-state glide, 1s defined when
the speed and equivalent value of L/D of the airplans (equivalent
because D may include the effect of thrust) are known.

The landing flare depends primarily on the aerodynamic character-
istics of the airplane and the flare plan used by the pilot. In order
to calculate the effects of only the aercdynsmic characteristics on
the flare characteristics, a general landing-flare plan must be assumed.
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It is realized that in a practical case a pilot cannot follow any
predetermined landing plan closely and that the general flare plan
agsumed for the present analysis may not be sntirely realistic over

& wide range of lift-drag ratio. In addition, ground effect has been
neglected in order to simplify the calculations. Since the primary
purpose of this paper is to present a comparison of flare character-
istics and illustrate general trends, it is believed that these
agsumptions do not significantly affect the results.

The assumptions concerning excess speed and lift-coefficient
variation in the flare, based primarily on reference 1, which define
the general flare plan assumed for the present analysis are as follows:

The speed of an airplane at the start of the landing flare must be
sufficiently above the stalling speed to provide the acceleration
necessary to curve the flight path so that the runway is approached
tangentially. The degree of curvature or abruptnessvpf the flare

-V
depends on the magnitude of the excess-speed ratio _ivg__i_ A gtart-
of -flare (initial) excess-speed ratio of 0.25 was used in reference 1
for the airplane studied. Preliminary calculations showed that the
initial-excesg-spesd ratio required for completion of & flare increases
as the value of L/D decreasss and that a value of 0.25 is too low to
permit completion of flares at low values of L/D. In order to provide
a common basis for calculation and comparison of flares of airplanes
having a wide range of values of L/D, a fixed end-of-flere (final)
excess-speed ratio for all values of L/D was assumed. A value
of O.?5 wasg chosen, based on landing records at moderate values
of L/D.

In order to facilitate calculation the flare is considered to
consist of three phases:

Phase I 1s the transition period required to increase the valus
of CL from the value in the approach to the maximum value reached in

the flare. This increase in CL is agsumed to be effected in 2 seconds

by a sinusoidal Increase in normal acceleration.

Phage II is the period of deceleration at the highest 1ift
coefficient reached in the flare, which is assumed to be 0.850I .

The duration of phase IT depends on the vertical velocity at the

gtart of the phase and the rate at which it is being decreased. In the
flare calculations, phase II continues until the vertical velocity

is decreased to the value which is to be lost in phase III.
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Phage III is the transition period during which the Value of Cj,
is decreased from 0.850Lmax to the value for level flight at the end

of the flare where Vr equals 1.15Vg. The change in CL is assumed

to occur in 1 second asg the result of a sinusoidal decrease in normal
acceleration. At the end of phase IIT the vertical velocity is zero
and the flare 1s complete. This general flare plan permits calculation
by & step-by-step method of the landing-flare characteristics of an .
airplane having a known stalling speed and L/D polar. An exact
solution is precluded by the inability to write equations expressing the
variation of the accelerations with time in all phases of the flare.
The step-by-step calculations are simplified by a solution starting
from the end of the flare and proceeding consecutively through

pheses ITI, II, and I because all the end-of -flare conditions are
known, whereas the initial excess speed is unknown. This method of
calculation is given in detail in the appendix.

RESULTS AND DISCUSSION

The general landing-flare plan.has been used as a basis for the
calculation of the landing-flare paths of a series of hypothetical
airplanes having a range of lift-drag ratio from 2.5 to 20.0 and a
rangs of stalling speed from 60 miles per hour to 475 miles per hour
at sea level. A constant value of L/D during the flare was assumed
for each airplane, The results of these calculations have been plotted
in chart form to show the effect of current design trends on landing-
flare velocity and distance requirements and to permit prediction
of the landing performance of proposed airplanes.

In addition, the power-off landing-flare paths of three transonic
wing configurations have besn calculated, and the high-1ift devices
of each airplane have been evaluated.

Landing-Flare Charts

The assumption of a constant lift-drag ratio during the flare of
a particular airplane permits the compilation in chart form of the
results of the landing-flare calculations. The agssumption of a
congtant value of L/D is feasible for most straight-wing airplanes
in the landing condition as indicated by figure 1, which gives the
variation of lift-drag ratio with 1ift coefficient obtained from
wind-tunnel tests, for some representative airplanes. For some
alrplanes, however, such as those having extreme sweepback, the value
of L/D often varies considerably during the flare as shown in figure 1.
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In this case, the charts do not apply and a separate flare calculation
must bte made.

General trends.- The excess-speed ratio required at the start of
the flare for completion of the general flare plan is given in figure 2.
The curve shown is the locus of the required initial-excess-speed ratios
determined by the step-by-step calculations for the ranges of L/D
and stalling speed used, and it indicates an increasing excess-speed
ratio with decreasing L/D which 1s independent of stalling speed.
Unfortunately, extensive flight data are not available for comparison
with the calculated initial-excess-speed-ratio curve. However, pilot
observations during glides and landings of several airplanes having
lift-drag ratios between 4 and 5 (power-off landings recently made
at the Langley Laboratory of fighter-type airplanes having propellers)
and the initial-excess-speed ratios given for the airplane of

referencg l<% = 7.9> indicate that the trend of the curve and order

of magnitude of the required initial-excess-speed ratios are realigtic.
As the value of L/D decreases below about L, the indicated initial-
excess-gspeed ratio increases rapidly to values appreciably higher than
those generally asgsociated with present-day airplanes. A presently
proposed high-speed airplane having a triangular wing (airplane A

of fig. 1) indicates a power-off initial-excess-speed requirement

of 0.57Vg, which corresponds to a speed loss during the flare of O.hQVS.
At relatively high values of L/D the loss in speed during the flare
is swell and, accordingly, the excess speed required at the start

of the flare is low. For a flare at a value of L/D of 10 the decrease
in speed during the flare is 0.05Vg, and at a value of L/D of 20 the
decrease is 0.01Vg4.

Figure 3 shows the effect of lift-drag ratio and stalling speed

Vs x EEﬁi—) on the flight speed and sinking speed at the start of the
X

flare, At a constant value of L/D the flight speed increases in
proportion to the stalling speed, because the loss in speed during the
flare is a constant percentage of stalling speed. Correspondingly,

at a constant valus of L/D the sinking speed at the start of the
flare, which is proportional to the approach speed, also varies directly
with the stalling speed. For a given stalling speed, the sinking speed
increases as the value of L/D decreases because of the steepening of
the glide-path angle and the increasing excess-speed requirements.

The maximum normal acceleration and the time duration of the
calculated flare paths are given in figures 4 and 5, regpectlvely.
Figure 4 indicates that the maximum normal acceleration is primarily
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dependent on the lift-drag ratio, although at a low value of L/D
8talling speed has some effect. Since the maximum normal acceleration,
at a given stalling speed, is proportional to the excess-speed ratio,
the maximum normal acceleration increases as the value of L/D
decreases. The calculated landing flares have a minimum-time require-
ment of 3 seconds because the flare plan assumes a 2-gsecond phase I
and a l-sscond phase IIT. At a constant value of L/D, the increase
in time required is approximately proportional to the increase in
stalling speed (fig. 5) and, at a given stalling speed, the time
-required decreases as the value of L/D increases.

The horizontal-distance requirements for the landing flare are
shown in figures 6 and 7, in which the limiting lines (dashed) are
vertical-velocity contours of 10 and 75 feet per second. The horizontal
distance required at a constant value of L/D increases at an
increasing rate with stalling speed (see fig. 6) because both the
flight speed during the landing flare and the time required for the.
flare Increase with stalling speed. At a constant stalling speed,.
changes in the lift-drag ratio effect relatively small changes in
horizontal distance because, as shown in figures 3 and 5, variations
in the lift-drag ratio effect only small changes in flight velocity and
lending-flare time. The horizontal distance required from an altitude
of 50 feet to the end of the flare (fig. 7) is also primarily dependent
on stalling speed. At a given stalling speed, however, this distance
increases somewhat as the value of L/D increases.

The total vertical distance required for the flare, or altitude
at which the flare must be started, is shown in figure 8 to increase
as stalling speed increases and the value of L/D decreases.

These results indicate that the combination of high stalling speed
and low lifte~drag ratios encountered in many proposed high-speed air-
planes will result in relatively high power-off gliding speeds and
sinking speeds at the start of the flare and, compared with conventional
airplanes, will require greater vertical and horizontal distances for
completion of the flare. The convergence of the vertical velocity
and distance contours of figures 3 and 8, respectively, indicates that
at low values of L/D an Incremental change in stalling speed effects
a relatively largeo change in the rate of descent and the altitude
at which the flare must be started.

Vertical velocity-altitude relationship.- The vertical velocity
to be encountered during the landing of an airplane is an important
consideration affecting the pilot's ability to execute successfully
the landing flare. High vertical speeds in the approach complicate
the judging of the altitude at which the flare should be started, and
high vertical speeds in the final stages of the landing flare increase
the difficulty of simultaneously decreasing vertical velocity and
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altitude to zero. Because the significance of vertical velocity
depernds on the corresponding altitude, the variation of vertical
veloclty with altitude 1s congsidered an important factor. For the
airplane of reference 1, sinking speeds above 25 feet per second at the
start of the flare (approx. 50-ft altitude) could not be consistently
handled with safety and accuracy. Figures 9(a) and 9(b) show the
sinking~-speed variation with altitude for airplanes having constant
values of L/D of 4 and 7.5, respectively, and various start-of -flare
sinking speeds (corresponding to different stalling speeds). The plots
Indicate that at a constant 1ift-drag ratio the vertical velocity
remaining at an altitude of 50 feet is virtually independent of the
initial vertical velocity. At a lift-drag ratio of 4 for various
stalling speeds, start-of-flare sinking speeds varying from 35 to 75
feet per second are reduced to & range from 33 to about 38 feet per
second at an altitude of 50 feet, and likewlse at a value of L/D

of 7.5, start-of-flare sinking speeds from 25 to 45 feet per second
are reduced to a range from 2k.5 to 28.5 feet per second at an
altitude of 50 feet. Although the vertical velocity at an altitude

of 50 feet 1s relatively independent of stalling speed, 1t increases
with decreasing value of L/D. The effect of 1ift-drag ratio on the
vertical velocity at an altitude of 50 feet for a representative
gtalling speed 1s shown in flgure 10. The start-of-flars vertical
velocities have been included in the figure for comparison. Although
the vertical velocity lost during the initial phases of the landing
flare increases as the lift-drag ratio decreases, the vertical
velocity remalning at an altitude of 50 feet also continues to
increase with decreasing value of L/D. The sinking speed at 50 feet
Increases from 21 feet per second at a value of L/D of 10 to 43 feet
per second at a value of L/D of 3. These results indicate that
airplanes landing at low values of L/D and having high sinking speeds
in the approach will also have relatively high sinking speeds at an
altitude of 50 feet, even though the stalling speeds may be low.

Prediction of flare characteristics.- The landing-flare charts
can be used to predict the flare characteristics of an airplane having
& amall-percentage variatlon in lift-drag ratio during the flare. If
the value of L/D is not approximately constant the charts do not
epply, and a separate flare calculation by the method described in the
appendix 1s neceasary.

In the case of a power-off landing flare of an airplane having
given values of C; , W/S, and L/D, the flare velocities, distance,

and other flare characteristics are obtained directly from figures 3

to 8. The power-on flare characteristics can be predicted by
considering that the thrust of the airplane 1s used to adjust the
approach value of L/D to the value which will give the desired start-
of -flare vertical velocity. For the chosen value of V, and the
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known values of W/S and CI , Tlgure 3 gives the corresponding
value of L/D, which in conjunction with the value of W/S and CLmax

permits the determination of the other flarse characteristics from
figures 4 to 8. The increment between this value of L/D and the
power-off value of L/D at the same 1ift coefficient is indicative
of the thrust required to obtain the desired sinking speed.

Power-Off Evaluation of High-Lift Devices

An analysis by the method presented herein of the power-off
landing-flare characteristics of three transonic airplane wings
indicates relative merits of high-1ift devices not apparent from wind-
tunnel data. Since each of the wings considered had no fuselage,
canopy, or landing gear, the results obtained are to be used only on a
comparative basis. The 1ift coefficlents given are not trimmed 1ift
coefficients. The percentage variation in L/D during the flare for
scme of these configurations was appreciable, In which case the charts
were inapplicable and Individual flare calculations were made. The
detalls of the configurations, for which wing loadings of 40 pounds
per square foot were assumed, and a summary of the resulis obtained
are glven In table I.

Wing swept back 37°.- A low-speed investigation of a wing with the
leading edge swept back 37° had been previously conducted ‘to detexrmine the
effect of split flaps and double slotted flaps on the aerodynamic charac-
teristics. The basic wing had a value of CLmax of 1.27 and an approach

value of L/D of 14.2, which give a start-of-flare flight speed of
195 feet per second at a sinking speed of 14 feet per second. Deflecting
the split flaps increased the value of CI to 1.65 and decreased.

the value of L/D in the approach to 6.3. The net effect is a slight
reduction in the start-of-flare flight speed and an increase in sinking
speed to 30 feet per second, which required starting the flare LO feet
higher. The use of the double slotted flap increased the value of CLmax

to 2.32 at an approach value of "L/D of 8.0 and resulted in a desirable
45-foot-per-second decrease in approach flight speed with only a 4-foot-
per-second increase in sinking speed and an appreciable reduction in the
horizontal distance required for the flare (see table I). These results
demonstrate the importance of considering the changes in lift-drag ratio
often resulting from the use of high-1ift devices.

Wing swept back 48°.- The advantages of leading-edge flaps on &
wing with the leading edge swept back 48° are indicated by prediction
of the landing-flare characteristics. The basic wing had start-of-
flare sinking and gliding speeds of 37 feet per second and 263 feet per
gecond, respectively, a horizontal-distance requirement of 1250 feet,
and a starting altitude of 90 feet. The deflection of leading-edge
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flaps increased CLm only about 0.2 but effected a sizeable increase
ax

in 1lift-drag ratio which reduced the start-of-flare sinking speed to
almogt one-half the former value and, also, substantially decreased
the approach speed and the distance requirements. Trailing-edge flaps
installed on this wing gave slightly larger increases in maximum 1ift
coefficient, but corresponding decreases in the value of L/D nuliify
any improvement in flare characteristics.

Triangular wing.- The landing flare of a triangular wing of
equllateral plan form indicates poor landing characteristics. The
basic wing had a CLma of 1.08 and an approach value of L/D of 5.k

X

which give start-of-flare sinking and gliding speeds of 47 feet per
second and 264 feet per gecond, respectively, and vertical- and
horizontal-digtance requirements of 105 feet and 1080 feet, respectively.
Semispan and full-span leading-edge and trailing-edge flaps tested on
this wing gave sligpt increases in CLmax and decreases in the approach

L/D which effected no appreciable improvement in flare characteristics.
Similar undesirable power-off landing characteristics are predicted

for the triangular-wing airplane (configuration A of fig. 1 (gear
down)), which indicates a start-of-flare sinking speed of 70 feet per
second at an altitude of 176 feet and a sinking gpeed of 43 feet per
gecond at an altitude of 50 feet. The high sinking speeds in the low-
altitude stages of the flare could be reduced by the use of a higher
initial excess speed and lower 1lift coefficients during the flare. This
method of reducing sinking speed, however, increases the horizontal-
distance reguirement. These results indicate that power-off landings
at conventional airports of some triangular-wing airplanes may not be
feagible.

A comparison of the distance requirements of the basic triangular
wing with those of a hypothetical wing, having the same value of CLmax

(1.08) and a constant value of L/D of 5.4 throughout the flare,
indicates that a decreaging lift-drag ratio during the flare reduces

the distance requirements. If the value of L/D of the triangular
wing had resmained constant during the landing'flare, the vertical and
horizontal distances would have been increased to 130 feet and 1250 feet
regpectively.

2

In comnection with triangular-wing airplanes, the large attitude
change likely to be required in the landing flare because of the low
agpect ratio and the low lift-drag ratio 1s considered a factor that
may complicate the landing technique. The landing-flare calculations,
by giving the 1ift coefficients and flight path during the flare, permit
determination of the attitude of the airplane. Figure 11 shows the
attitude of the triangular wing at three points during a power-off
landing flare and, for comparison, the corresponding attitudes during a
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power-off flare of a straight-wing airplane (configuration C of fig. 1).
The results indicate an attitude change of 18° for the triangular .
wing, whereas for the stra1ght-w1ng airplane (configuration C) the

1°

variation in attitude is only 95

SUMMARY OF RESULTS

The results of calculations to determine the effect of airplane
aerodynamic characteristics on landing-flare characteristics are
sumarized as follows:

Ve -V

Vs

flare increases as the lift-drag ratio of an airplane decreases, and at
a lift-drag ratio below about 4, initial-excess-speed ratios 1ncrease
rapidly above those generally associated with present-day ailrplanes.

1. The exdess-épeed ratio required at the start of the

2. For power-off landings of some airplanes designed specifically
from high-speed considerations, the changes in lift-drag ratio
resulting from deflection of high-lift devices have first-order effects
on landing-flare characteristics and may nullify the effect of
maximum-1ift-coefficient increases. The present analysis provides a
basis for determining the combined effect of maximum 1ift coefficient
and lift-drag ratio on landing-flare characteristics.

3. Airplanes landing at low lift-drag ratios will have relatively
high sinking speeds at the start of the flare and at an altitude
of 50 feet even if the stalling speeds are relatively low. For the
landing-flare plan assumed in the present analysis, the magnitude of the
vertical velocity at 50 feet is primarily dependent on the lift-drag
ratio.

4, Power-off landing flares of airplanes which have relatively low
lift-drag ratios and high stalling speeds will be required to start
at relatively high altitudes.

5. Results 3 and 4 indicate that poﬁer-off landings of some
ailrplanes designed specifically from high-speed considerations may
not be feasible at conventional airports.

6. Airplanes having high stalling speeds (low maximum 1lift
coefficient and high wing loading) will require relatively large
horizontal distances for either power-on or power-off landing flares.

Langley Aeronautical Laboratory
Natlonal Advisory Committes for Aeronautics
Langley Air Force Base, Va., May 11, 1949
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APPENDIX

METHOD OF CALCULATING LANDING FLARE

The method of calculating the landing flare of an airplane 1s
described herein. In order to facilitate calculatlion the flare is
considered to congist of three phases as discussed in the section
entitled '"Landing-Flare Calculations." As an illustration of the
computational procedure, the results of step-by-step calculations of
the landing flare of airplane A (fig. 1) are given in table II. The
step-by-step calculations are begun at the end of the flare and progress
congecutively through phases III, II, and I because all of the
conditions at the end of the flare are known, whereas the start-of-flare
excess speed is unknown. In the discussion which follows, the numerical
subgcripts will refer to time in ssconds measured from the end of the
flare.

The variation of normal acceleration with time during the flare is
shown in figure 12.

Flare conditions

D

Flare path

A

\
V& [} ———
W
Phase I Phase IT P?%ie
\\\\\

Point P < = _

Normal acceleration, a,

fe——2 — 1 0

Start of End of flare

flare ~— Time, t, sec

Figure 12.- Variation of normal acceleration with time during landing
flare.
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.The conditions known at the start of the calculations (end of
flare) are as follows:

Vy =0

Ve = 1.15Vg feet per second

an = 1.0

ap = 32.2% feet per second per second (see formula given in

~section entitled "Phase III")

Phase IIT

Normal accelerations.- In phase III, the normal acceleration aj,
increases sinusoidally from 1.0 at to to the value at O.85CI

at t1, 0. The value of a; at 0.85C[ __  can be estimated from
figufe 13 by use of the average value of L/D corregponding to CLO

and 0'85CLmax' This va}ue of . o is checked when the step-by-
step calculations have proceeded to 1 second. If the value of Vfl o

and the assumed value of anl o do not correspond to O.85CI R
v a new value of anl 0 is assﬁmed. This 1s a converging process

requiring few estimates.

. ‘The formula for &, during phase III is
a -1
ol
- 1.0 I -
a, = 5 [l+sin 2(21: 1)]+1

where +t represents the time in seconds from the end of the flare.

Vertical velocity.- In the calculation of verticel velocity during -
the flare, the cosine of the flight-path angle is considered unity.
(At the maximum flight-path angle considered in the analysis,
cos ¥ > 0.99 during phase III and cos y > 0.97 during phase II.
In phase I, when cos 7 reaches & minimum value of 0.94%, the value
of ap is relatively small; thus, the error in Vy 1is negligible.)
The vertlcal-velocity increase during any time ilncrement At is
therefore represented by the area under the normal acceleration-time
curve for that increment and is given by the following formula:

an -1 AL
AV, = 32.2 ——Lg—— l:l + sin (2t - 1):| at
| t
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The evaluation of this integral for the l'-second. time intervals used
in the calculation of phase III gives

AV, = 2.92(a -1
¥0.0 to 0.5 7 ( 0.0 )

0.5 t0 1.0 = 13‘18(%1.0 ) )

The vertical velocity at the end of each time increment equals the
velocity at the start of the increment plus the velocity change during
the increment. '

Vertlical distance.- The vertical distance covered 1s given by the
following formula: ' \ ' :

-1 e sin (2t - 1) 1
5y = 32.2 ———— £ 2 - =
2 2 7 "

The evaluation of this formulae for phase IITI gives

bs, = ”‘79(%1.0 . 1)

Deceleration along flight path.- Deceleration along the flight
vath ap 1s derived by use of the vector diagram of figure 12:

v
Force in direction of flight = W sin y = W \71
f

<%>anw cos Yy

Force in drag direction = (%)L

*Then,

D Vy

ar = 32.2{ = cos -_

In the determination of ap from this formule at a specific time during
phase III, the values of a, and V; are known, and the values of Vg,

D/L, and cos 7 for the previous increment are used. The time
increments are chosen small enough to permit this approximation.

Flight velocity.- The flight-veloclty increase during a time
increment is calculated from the average of the decelerations at the
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start and end of the increment. The flight velocity at the end of
each time increment equals the velocity at the start of the increment
plus the veloclity gained during the increment.

Horizontal distance.- The horizontal distance covered during a
time increment is calculated from the average of the horizontal
velocitlies at the beginning and at the end of the increment.

C;, and L/D.- The values of C; amd L/D at any time are
determined from the corresponding values of Vp, a,, and cos 7. The

formula for CL 1s

Eangcos Y
.
pr

Phase IT

Phase II is calculated by considering that the values of an
and ap are constant over the time increment chosen for one step of
the calculations. Since a, changes substantially in 1/2 second
and the acceleration-time history is not predetermined as in phases III
and I, f%—second time increments were used in the calculation of

phase II. The step-by-step development of phase II is demonstrated
by formulas for the first step.

Vertical velocity.- The formula for obtaining the vertical-velocity
change ‘during a §a-second time increment is

The vertical velocity at end of each time increment equals the velocity
at start of increment plus the velocity change during the increment;
or

V. = V. + AV,
V1.2 V1.0 V1.0 to0 1.2
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Flight velocity.- The formulas for obtaining the flight-velocity
change and the flight velocity at end of each time increment are as
fellows:

AVf1 0 4o 1.2 = 8fy o OF

Ve 0 " V1.0 T 0 b0 1.0

Normal acceleratlon.- The value of ap; » can be calculated when
® V¢2; thus,

Vfl.e is known. At constant Cp, aj

Vey o P

= | — a
M. Ve ) B0

Deceleration along flight path.- The value of afl o is
calculated by the formula derived in the analysis of phase III; thus,

Vertical distance and horizontal dlstance.- The vertical and
horizontal distances covered in one time increment of phase II are
calculated from the average of the vertical and horizontal velocities,
respectively, at the beginning and at the end of the increment.

This procedure is continued in f%—second steps until a point is

reached from which the execution of phase I will result in start-of-
flare conditions that satisfy the requirement of zero deceleration
along the flight path; that is, %1 = % cos 7. The point at which

f
phase I should be started is determined by trial. If phase I is
started too early, the value of ap at the start of the flare is
positive; and if phase T 1s started too late, the value of ap 1is
negative. An estimation of the point at which phase I should be
started may be obtained as follows: By use of the value of L/D
at O.85CLInaX obtain from figure 2 an approximate value of initial-

excess-speed ratio and corresponding approach Ve. Then, use this
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value of Vfa to approximate CLa’ (L/D)a, and V&a (subscript a

refers to approach). The vertical velocity at the start of phase I
plus the vertical velocity to be gained in phase I (see section that
follows) should equal V. .

a

Phase I

Normal acceleration.- In phase I, the normal acceleration ap

decreases sinusoidally from its value at the start of phase I to l 0
two seconds later. The formula for a, during phase I is

-1
ok
anz__f-g——-[lfsing(t' +1)] +1

where subscript P refers to point at which the calculation of phase I
is started (see fig. 12) and %' is time from the start of the
calculation of phase I.

Vertical velocity.- The vertical-veloclty increase during any time
increment At 1is given by the following formula:

-1 Plent
np x
AV, = 32.2 ——/—— [} + 8in E(t' + l{]dt
.b!

2

The evaluation of this Integral for-%—second intervals gives

AVy first half-second of phase I = 15.3o(anP - 1)
AVy second half-second of phase I = 11.05(8.nP - 1)
AV, third half-second of phase I 5.05(anP - 1)
AVy final half-second of phase I O.80(anP -1)

The vertical velocity at the end of each time increment equals
the velocity at the start of the increment plus the velocity change
during the increment.
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Vertical distance.- The vertical distance covered is given by
the following formule:

8np - L g2 ) b
8y = Vth' + 32.2 ——25———-[;5’ - ;5 sin‘g(t' +1) + ﬁ%

The evaluation of this formula for phase I gives

Nsy = 2Vyp + l+5.25<anP - 1>

Deceleration along flight path, flight velocity, and horizontal
distance.- The deceleration along the flight path, the flight velocity,
and the horizontal distance are calculated by the method used in
phase III.
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TABLE II.- STEP-BY-STEP CALCULATIONS OF THE LANDING
| FLARE OF AIRPLANE A OF FIGURE 1
Elnmx = 0.99, & = 40 1b/sq fﬂ

t || ey | AV, | Ve | ap |&Ve] Ve | sy | sy |L/D|D/L]cos 7

0 {0.75{1.00 0 [11.9 211.6| © o |2.7[0-37]1.000
0.8 6.1

.50 .81{1.1k4 .8/13.5 218.0/  .1| 107.h|2.k| .42}1.000
1.00| .84|1.27 36 L.4|16.5 12 225,5 1.3 218.3(2.3] .43|1.000
1.20| .841.31 o 6.1/17.3 33 228.8| 2.4| 263.7/2.3| .43/1.000
1.40| .841.35 =0 8.1|17.6 32 232.3| 3.8] 309.8{2.3 }u3 .999
1.60 .8u‘1.39 °3 10.4{17.8 32 235.8| 5.7| 356.6]2.3] 43| .999
1.80| .841.43 =2 12.9|18.0 36 239.4| 8.0] hou.1l2.3| .13l .999
2.00| .84{1.47 2.8-3.5.7 18.2 36 243.0| 10.9]| L452.2{2.3| .43] .998
2.20| .84{1.52 3+° 18.7/18.5 36 246.6| 14.3| 501.0[2.3] 43| .997
2.40] .84{1.56 33 22.0|18.7 37 250.3| 18.4] 550.5 2}3 43| .996
2.60| .84|1.61 36 25.6[18.9 31 254.0| 23.2| 600.7/|2.3] .43} .995
2.80] .84{1.66 37 29.5[19.2 30 257.8] 28.7| 651.6/2.3| 43| .99k
3.00| .84{1.71 +3 33.8[19.4 3 261.6! 35.0| T703.1(2.3| k3| .992
3.20| .84|1.76 +- 38.4{19.5 37 265.5| k2.2| 755.3|2.3] .43] .990
3.h0] .84|1.81 +9 43.3119.6 37 269.4| 50.4| 808.1|2.3| .43] .98T
3.2l .eul1.80 2 43.8[19.6 N 269.8| 51.3| 813.4{2.3| .43| .987

12.5 9.0
3.92| .72{1.70 56.3]16.5 1278.81 76.4] 947.8}2.8f .36 .980
h.h2| .57|1.41 7t 65.4| 8.5 &3 285.1(107.0(1085.3|3.k| .29{ .975
h.92| .44f1.12 + 69.5| 2.4 =T 287.8(140.9]1224.513.9| .26] .972
5.42 | .39[1.00 . 70.2] .3 ! 288.5|175.9|1364.6|4.0| .25 .972
10 _

1Based on conditions at t = 5.42, ap = O.
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Figure 9.— Variation of sinking speed in the landing flare with altitude
for several stalling speeds.
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Figure 10.— Variation with L/D of the Inltial sinking speed and the
sinking speed at an altitude of 50 feet for a stalling speed of

W . —
167 feet per second. S = 4O pounds per square foot; CLmax = 1.2,
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